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Focus on LED Industrial Lighting




Company Profile

Shenzhen TUBU Tech Co.,LTD is an advanced LED technology company
focusing on LED High Bay, LED Tri-proof light, LED Floodlight and other
industrial LED lights solutions. Our products are the result of corporation
between European, Chinese and North American R&D partners which first
began in 2008. TUBU is established to offer high quality, unique design LED
products at competitive prices. Our vision is to contribute to a sustainable

world by offering advanced low energy products.

TUBU maintains a strong engineering team who collaborates with partners
around the world. Our management system is strictly conducted according
to 1ISO9001:2008 guidelines.

Our products are UL/TUV/CE/ROSH/FCC/SAA/C-Tick/ETL/DLC and D-mark

certificated.

With clear marketing orientation, sustained technical innovation and
internationally updated management philosophy, TUBU must be a great
choice as your reliable long-term partner, you can count on us to provide all

possible lighting service.

@ TUBU
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SHENZHEN TUBU TECH CO, .LTD
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TUBU~  Low Glare LED Linear High bay/Low bay G5

Features

Applications

High Output LED's,up to 150lm/W

Glare-free, Provides Improved Visual Comfort

High CRI >85

IP66, indoor&outdoor use

7 Year Warranty on complete fixture. (LED's, Driver, & Housing)
1-10V, Microwave senser, Dali, Zigbee smart Control options

Suspended or Ceiling Mounted

Specifications

Bus station
Sports Halls
Factories
Warehouse
Exhibition Halls
Airport

Supermark

Model NO. TBG5-80W  TBG5-100W  TBG5-150W  TBG5-200W  TBG5-250W  TBG5-300W
Input Power 80W 100W 150w 200W 250W 300W
Dimension 600mm 600mm 900mm 900mm 1200mm 1500mm
CCT 3000K/4000K/5000K/6000K 3000K/4000K/5000K/6000K

CRI >85 >85 >85 >85 >85 >85
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9 >0.9

IP Grade IP66 IP66 IP66 IP66 IP66 IP66
Input Voltage 100-277VAC/347-480VAC 100-277VAC/347-480VAC

Lumen efficiency 150Im/W 150Im/W 150Im/W 150Im/W 150lm/W 150lm/W
Beam Angle 120° 120° 120° 120° 120° 120°
Working Temp -35~+50°C  -35~+50°C  -35~+50°C  -35~+50°C  -35~+50°C  -35~+50°C
Warranty 7 Years 7 Years 7 Years 7 Years 7 Years 7 Years
Lifespan 50,000H 50,000H 50,000H 50,000H 50,000H 50,000H




Features

LED Clean High bay G4

High CRI >85
Beam angle: 120°

Specifications

Smooth surface, easy to clean and wash
High Output LED's, up to 130lm/W

Ambient Temperatures: -35°C to 50°C
IP66, indoor&outdoor use

5 Year Warranty on complete fixture. (LED's, Driver, & Housing)
1-10V, Microwave senser, Dali, Zigbee smart Control options

Applications

Cold Storage

Food Processing
Warehouse&Logistics
Parking garages and more

Model NO. TBG4-100W TBG4-150W TBG4-200W
Input Power 100W 150W 200W
Dimension 600mm 900mm 1200mm

CcCcT 4000K/5000K/6000K 4000K/5000K/6000K 4000K/5000K/6000K
CRI >85 >85 >85

Power Factor >0.95 >0.95 >0.95

IP Grade IP66 IP66 IP66

Input Voltage

90-305VAC/347-480VAC

90-305VAC/347-480VAC

90-305VAC/347-480VAC

Lumen efficiency 130lm/W 130Im/W 130Im/W
Beam Angle 120° 120° 120°
Working Temp -35~+50°C -35~+50°C -35~+50°C
Warranty 5 Years 5 Years 5 Years
Lifespan 50,000H 50,000H 50,000H




TUBU~ LED Linear Highbay&Lowbay G3

Wireless Control
Daylight Harvesting

Features

Applications

e High Output LED's, up to 130Im/W ® Workshops

e High CRI >80 e Warehouse

e 3 Beam angles option: 40°/90°/ 80°X155° e Storage

e |P65, indoor&outdoor use

e 5 Year Warranty on complete fixture. (LED's, Driver, & Housing)

e 1-10V, Microwave senser, Dali, Zigbee smart Control options

Model NO. LHB-80W LHB-150W LHB-180W
Input Power 80W 150W 180W
Dimension 577*100*77mm 858*100*77mm 1139*100*77mm 1425*100*77mm
CCT 4000K/5500K 4000K/5500K 4000K/5500K 4000K/5500K
CRI >80 >80 >80
Power Factor >0.95 >0.95 >0.95

IP Grade IP65 IP65 IP65

Input Voltage 100-277VAC/347-480VAC 100-277VAC/347-480VAC
Lumen efficiency 130Im/W 130lm/W 130Im/W
Beam Angle 40°/90°/80°X155° 40°/90°/80°X155° 40°/90°/80°X155° 40°/90°/80°X155°
Working Temp -35~+40°C -35~+40°C -35~+40°C -35~+40°C
Warranty 5 Years 5 Years 5 Years
Lifespan 50,000H 50,000H 50,000H




Features

High Output LED's, up to 130~150lm/W

High CRI >80

IK10

Linkable(Customize cable length)Optional

Wide beam angle 180°, Compensate 10-15% brightness to the ceiling

IP66 waterproof, dust, corrosion and pressure-proof; for indoor&outdoor use
5 Year Warranty on complete fixture. (LED's, Driver, & Housing)

Optional: 1-10V Dimming, Dali control, Sensor, 3h Emergency Battery Backup

Specifications

TUBU® Indoor&Outdoor IP66 LED Linear Fixture L1

Applications

Car parking Lighting
School Lighting
Workshops
Supermarkets
Warehouse

Storage

Model NO. LBF2F-30W LBF4F-40W LBF4F-60W LBF5F-60W

LBF5F-80W LBF5F-100W

Input Power 30W 40W 60W 60W

80w 100w

Dimension 600*105*127mm 1200*105*127mm 1200*105*127mm 1500*105*127mm 1500*105*127mm 1500*105*127mm

CCT 3000-6000K  3000-6000K  3000-6000K  3000-6000K  3000-6000K  3000-6000K
CRI >80 >80 >80 >80 >80 >80
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9 >0.9

IP Grade IP66 IP66 IP66 IP66 IP66 IP66
Input Voltage 100-277V 100-277V 100-277V 100-277V 100-277V 100-277V
Lumen efficiency 130Im/W 130Im/W 130Im/W 130Im/W 130Im/W 130Im/W
Beam Angle 180° 180° 180° 180° 180° 180°

Working Temp  -35~+40°C  -35~+40°C  -35~+40°C  -35~+40°C

-35~+40°C  -35~+40°C

Warranty 5 Years 5 Years 5 Years 5 Years

5 Years 5 Years

Lifespan 50,000H 50,000H 50,000H 50,000H

50,000H 50,000H




IP54 LED Linkable Tube L5

Features Applications

e High Output Samsung LED's,up to 140lm/W ® Supermark

e High CRI >80 ® Warehouse

e |P54(IP65 Optional) ® Sports Halls

e 5 Year Warranty on complete fixture. (LED's, Driver, & Housing) ® Workshops

e 1-10V Dimming,Microwave Sensor Options e Office

® Pendent Mount or Surface Mount

e Linkable connection for one row lighting

e seamless linkable

Specifications
Model NO. TBL5-15W TBL5-30W TBL5-40W
Input Power 15W 30w 40W
Housing Color Standard Silver Standard Silver Standard Silver
Dimension 600*46*63mm 1200*46*63mm 1500*46*63mm
CCT 3000K/4000K/5000K/6000K 3000K/4000K/5000K/6000K 3000K/4000K/5000K/6000K
CRI >80 >80 >80
Power Factor >0.9 >0.9 >0.9
IP Grade IP54(1P65 for option) IP54(1P65 for option) IP54(IP65 for option)
Input Voltage AC100-240V 50/60HZ AC100-240V 50/60HZ AC100-240V 50/60HZ
Lumen efficiency 140lm/W 140lm/W 140lm/W
LED Driver CE/TUV/UL Certified driver ~ CE/TUV/UL Certified driver ~ CE/TUV/UL Certified driver
Dimmable Solution 1-10v 1-10v 1-10v
Beam Angle 120° 120° 120°
Working Temp -20~+40°C -20~+40°C -20~+40°C
Warranty 5 Years 5 Years 5 Years
Lifespan 50,000H 50,000H 50,000H




Features

UGR<19

High CRI >80

Specifications

60°/90°/ 120°for option
IP65, indoor&outdoor use

High Output LED's, up to 160Im/W

1-10V Dimming, Sensor, Dali control options

5 Year Warranty on complete fixture. (LED's, Driver, & Housing)

Applications

® Sports lighting
® Warehouse

® Storage

Model NO. TBHBR-100W TBHBR-150W TBHBR-200W
Input Power 100W 150W 200W
Dimension 2280*185mm @340*187mm @400*196mm
CCT 4000K/5500K 4000K/5500K 4000K/5500K
CRI >80 >80 >80
Power Factor >0.95 >0.95 >0.95

IP Grade IP65 IP65 IP65
Input Voltage 90-305VAC 90-305VAC 90-305VAC
Lumen efficiency 160Im/W 160Im/W 160Im/W
Beam Angle 60°/90°/120° 60°/90°/120° 60°/90°/120°
Working Temp -35~+40°C -35~+40°C -35~+40°C
Warranty 5 Years 5 Years 5 Years
Lifespan 50,000H 50,000H 50,000H




Features

Specifications

High Output LED's, up to 130lm/W

High CRI >85

IP44, indoor use

5 Year Warranty on complete fixture. (LED's, Driver, & Housing)

Optional: 1-10V Dimming, Sensor, 3h Emergency Battery Backup

LED Panel Light 130LM/W Series P1

Wireless Control
Daylight Harvesting

Applications

Office Lighting
School Lighting
Healthcare Lighting
Workshops

Supermarkets

Model NO. MG-PLO66-30W-T MG-PLO66-40W-T MG-PL123-30W-T MG-PL123-40W-T MG-PL126-60W-T
Input Power 30w 40W 30w 40W 60W
Dimension 595*595*9mm  595*595*9mm  1195*295*9mm 1195*295*9mm 1195*595*9mm
CCT 3000-6000K 3000-6000K 3000-6000K 3000-6000K 3000-6000K
CRI >85 >85 >85 >85 >85
Power Factor >0.9 >0.9 >0.9 >0.9 >0.9

IP Grade P44 P44 P44 P44 P44
Input Voltage 200-240VAC 200-240VAC 200-240VAC 200-240VAC 200-240VAC
Lumen efficiency 130Im/W 130Im/W 130Im/W 130Im/W 130Im/W
Beam Angle 120° 120° 120° 120° 120°
Working Temp -20~+50°C -20~+50°C -20~+50°C -20~+50°C -20~+50°C
Warranty 5 Years 5 Years 5 Years 5 Years 5 Years
Lifespan 50,000H 50,000H 50,000H 50,000H 50,000H




ETUBU®  LED Standard Bulkhead Luminaire B1

Features

Applications

e Office Lighting
® School Lighting
® Healthcare Lighting

LEDs Type: SMD2835 LED

High CRI >80

Material: Polycarbonate PC base + Opal PC diffuser

30% light on in 3hr emergency with 9.6V 1600mAH Ni-MH battery
Microwave sensor Auto-dim: 0%-100%, 25%-100%, 0%-25%-100%

options
IP54
3 year warranty

Specifications

Model NO. MG-BHLRC-15W-S MG-BHLRC-15W-M  MG-BHLRC-15W-E MG-BHLRC-15W-M&E
Version Standard Sensor Emergency Sensor&Emergency
Input Power 14W 14W 14W 14W
Dimension @325*100mm @325*100mm @325*100mm @325*100mm
CCT 3000-6000K 3000-6000K 3000-6000K 3000-6000K
CRI >80 >80 >80 >80
Power Factor >0.9 >0.9 >0.9 >0.9

IP Grade IP54 IP54 IP54 IP54

Input Voltage 100-240VAC 100-240VAC 100-240VAC 100-240VAC
Lumen efficiency 85Im/W 85Im/W 85Im/W 85Im/W
Beam Angle 120° 120° 120° 120°
Working Temp -20~+50°C -20~+50°C -20~+50°C -20~+50°C
Warranty 3 Years 3 Years 3 Years 3 Years
Lifespan 50,000H 50,000H 50,000H 50,000H




Features

High CRI >80

IP65
3 year warranty

Specifications

I TUBU®

LEDs Type: SMD 5630 LED

Microwave sensor Auto-dim: 0%-100%

Material: Polycarbonate PC base + Opal PC diffuser

LED Eyelid Bulkhead Luminaire B2

Applications

® Wall Lighting

® Garden Lighting

Model NO. MG-BHLRE-12W-S MG-BHLRE-12W-M MG-BHLRE-12W-E MG-BHLRE-12W-M&E
Version Standard Sensor Emergency Sensor&Emergency
Input Power 12W 12w 12w 12w
Dimension @300*94mm @300*94mm @300*94mm @300*94mm
CcCcT 3000K/4000K 3000K/4000K 3000K/4000K 3000K/4000K
CRI >80 >80 >80 >80

Power Factor >0.9 >0.9 >0.9 >0.9

IP Grade IP65 IP65 IP65 IP65

Input Voltage 100-240VAC 100-240VAC 100-240VAC 100-240VAC
Lumen efficiency 70lm/W 70lm/W 70lm/W 70lm/W
Beam Angle 120° 120° 120° 120°
Working Temp -20~+50°C -20~+50°C -20~+50°C -20~+50°C
Warranty 3 Years 3 Years 3 Years 3 Years
Lifespan 50,000H 50,000H 50,000H 50,000H




SHENZHEN TUBU TECH CO,.LTD

ADD: Building C, Hankun Hi-tech Industrial Zone, Longteng Road,
Gaogiao District, Pingdi, Longgang, Shenzhen, Guangdong, China.

TEL: 86-755-84615006 FAX: 86-755-89705543
Email: sales@tu-bu.com Http: //www.tu-bu.com



